
CA1 Series Standard Cylinder：

1.Ordering Code:

CA1B ‐ 40 x 100
↑ ↑ ↑

Model Bore Stroke

CA1B: Normal type 40mm 25~750mm
CDA1B: with magnet inside50mm

63mm
80mm
100mm

2.Characteristics:
1) Pulling level enhance the strength of the cylinder
2) There is an adjustable buffers at the terminals of the cylinder except for mounted cushion.
3) With magnet ring inside the cylinder.
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3) With magnet ring inside the cylinder.
4) Different thread type can be offered according to customers' requirements, e.g.:BSP, NPT etc.
5) Needn't lubricate on piston rod by oil

3. Specification:
40 50 63 80 100

G1/4

4. Stroke:

100 25,50,75,100,125,150,175,200,250,300,350,400,450,500,600,700,750

50 25,50,75,100,125,150,175,200,250,300,350,400,450,500,600
63 25,50,75,100,125,150,175,200,250,300,350,400,450,500,600
80 25,50,75,100,125,150,175,200,250,300,350,400,450,500,600,700,750

Bore (mm) Standard Stroke
40 25,50,75,100,125,150,175,200,250,300,350,400,450,500

Cushion style Adjustable Air Buffer
Stroke tolerance 0~250+10, 251~1000+14,1001~1500+18

Port size G3/8 G1/2

Proof pressure 1.5 MPa
Temperature range 5℃~60℃

Speed range 50~500 mm/s

Bore (mm)
Action Double Action

Applicable medium Filered Air
Pressure range 0.1~1.0 MPa
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5. Overall and Dimension Sheet:
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