
Ball Valve：
a) Brass mini ball valve

VB01-MM-1/4 VB01-FF-1/4 VB01-MF-1/4

VB01-MH-1/4-8 VB01-FH-1/4-8 VB01-HH-8-8
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VB01-MH-1/4-8 VB01-FH-1/4-8 VB01-HH-8-8

1.Ordering Code : - MM - 1/4 - 8

Ball valve type
VB01 series brass mini ball valve with red handle.

Button type
MM: Male thread to male thread FF: Female thread to female thread
MF: Male thread to female thread MH: Male thread to hose barb
FH: Female thread to hose barb HH: Hose barb on both side

Thread size
1/4" 3/8" 1/2"

Inner diameter of hose
6: 6mm 8: 8mm 10: 10mm

2.Characteristics:
1) Pressure range: 0~1.0MPa
2) Working temperature: 0~60℃
3) Different thread types can be offered according to customers' requirements, e.g.: PT, BSP, NPT etc.

VB01
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b) Nickel plated Mini Ball Valve

VB09-MM-3/8 VB09-FF-1/4 VB09-MF-1/4

1.Ordering Code : - MM - 1/4

Ball valve type
VB09 series ball valve with nickel plated.

Button type

VB09
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MM: Male thread to male thread FF: Female thread to female thread
MF: Male thread to female thread

Thread size
1/8" 1/4" 3/8" 1/2"

2.Characteristics:
1) Pressure range: 0~1.0MPa
2) Working temperature: 0~60℃
3) Different thread types can be offered according to customers' requirements, e.g.: PT, BSP, NPT etc.
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c) VB23,VB24 Series Ball Valve

VB23-FF-3/4 VB24-FF-1

1.Ordering Code : - MM - 3/4

Ball valve type
VB23 series ball valve
VB24 series ball valve with full bore 

Button type

VB23

www.fescolo.com  8-20-3

Button type
MM: Male thread to male thread FF: Female thread to female thread
MF: Male thread to female thread

Thread size
G1/2 G3/4 G1 G2

2.Characteristics:
1) Pressure range: 0~1.0MPa
2) Working temperature: 0~60℃
3) Different thread types can be offered according to customers' requirements, e.g.: PT, BSP, NPT etc.
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